
Lamp Code:

2886

Summary
Batch 

Number:

Power (W) Lumens Colour Temperature 

(CCT)

Colour Rendering Index 

(CRI)

Power Factor Effeciency 

(Lm/W)

F33 2.8 276.0 3081.0 83.4 0.4 98.6

Test 

Number

Power (W) Lumens Colour Temperature 

(CCT)

Colour Rendering Index 

(CRI)

Power Factor Effeciency 

(Lm/W)

1 2.9 278.10 3080 83.6 0.442 95.9

2 2.6 249.40 3066 82.3 0.433 95.9

3 2.8 285.90 3090 83.8 0.435 102.1

4 2.9 278.40 3087 83.7 0.441 107.1

5 2.7 238.20 3054 82.5 0.437 88.2

6 2.9 298.40 3099 83.8 0.439 102.9

7 2.8 279.10 3076 82.3 0.433 99.7

8 2.9 285.40 3090 83.9 0.443 98.4

9 2.9 280.20 3086 84.0 0.439 96.6

10 2.9 286.40 3082 83.8 0.439 98.7

Summary
Batch 

Number:

Power (W) Lumens Colour Temperature 

(CCT)

Colour Rendering Index 

(CRI)

Power Factor Effeciency 

(Lm/W)

F33 2.8 276.8 3075.8 83.5 0.4 100.1

Test 

Number

Power (W) Lumens Colour Temperature 

(CCT)

Colour Rendering Index 

(CRI)

Power Factor Effeciency 

(Lm/W)

11 2.9 276.30 3089 84.0 0.441 95.3

12 2.8 285.00 3105 84.0 0.440 101.8

13 2.8 285.90 3093 83.9 0.439 102.1

14 2.5 269.20 3061 83.3 0.435 107.7

15 2.6 266.90 3042 81.9 0.434 102.6

16 2.8 280.40 3088 83.8 0.440 100.2

17 2.8 283.70 3081 83.9 0.441 101.3

18 2.8 291.40 3093 83.9 0.439 104.1

19 2.9 264.60 3015 82.7 0.442 91.2

20 2.8 264.50 3091 84.0 0.437 94.5

Summary
Batch 

Number:

Power (W) Lumens Colour Temperature 

(CCT)

Colour Rendering Index 

(CRI)

Power Factor Effeciency 

(Lm/W)

F33 2.8 265.9 3088.3 83.9 0.4 95.3

Test 

Number

Power (W) Lumens Colour Temperature 

(CCT)

Colour Rendering Index 

(CRI)

Power Factor Effeciency 

(Lm/W)

21 2.8 264.50 3091 84.0 0.437 94.5

22 2.8 279.80 3082 83.8 0.438 99.9

23 2.9 263.20 3047 82.9 0.439 90.7

24 2.9 272.60 3094 84.0 0.443 94.0

25 2.8 271.60 3124 84.2 0.441 97.1

26 2.6 243.30 3108 84.0 0.434 93.6

27 2.8 266.90 3100 84.1 0.437 95.3

28 2.7 259.60 3076 84.0 0.436 96.2

29 2.8 268.80 3079 84.0 0.438 96.0

30 2.8 269.00 3082 83.9 0.442 96.1


