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Lamp Code:
2890

Summary

Batch Power (W) | Lumens | Colour Temperature | Colour Rendering Index | Power Factor | Effeciency
Number: (CCT) (CRI) (Lm/W)
FEO19 2.4 172.8 3163.0 64.3 0.4 71.3

Test Power (W) | Lumens | Colour Temperature | Colour Rendering Index | Power Factor | Effeciency
Number (ccT) (CRI) (Lm/W)

1 2.4 174.10 3183 65.0 0.388 72.5

2 2.5 169.00 3128 64.0 0.394 67.6

3 2.4 174.40 3166 64.1 0.392 72.7

4 24 173.80 3175 64.1 0.390 72.4
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Batch Power (W) | Lumens | Colour Temperature | Colour Rendering Index | Power Factor | Effeciency
Number: (ccT) (CRI) (Lm/W)
FEOO4 2.5 165.3 3162.7 64.1 0.4 66.2

Test Power (W) | Lumens | Colour Temperature | Colour Rendering Index | Power Factor | Effeciency
Number (ccm) (CRI) (Lm/W)

1 2.4 161.20 3174 64.0 0.383 67.2

2 2.5 164.30 3240 65.3 0.376 65.7

3 2.6 170.40 3074 62.9 0.392 65.6
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Batch Power (W) | Lumens | Colour Temperature | Colour Rendering Index | Power Factor | Effeciency
Number: (ccT) (CRI) (Lm/W)

Test Power (W) | Lumens | Colour Temperature | Colour Rendering Index | Power Factor | Effeciency
Number (ccm) (CRI) (Lm/W)
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