Lamp Code: é&
3792 m g

Summary

Batch Power (W) | Lumens | Colour Temperature | Colour Rendering Index | Power Factor | Effeciency
Number: (ccT) (CRI) (Lm/W)

F36 3.6 309.7 2688.7 83.5 0.5 86.1
Test Power (W) | Lumens | Colour Temperature | Colour Rendering Index | Power Factor | Effeciency
Number (ccT) (CRI) (Lm/W)

1 3.7 315.40 2689 83.4 0.481 85.2

2 3.6 303.00 2690 83.4 0.467 84.2

3 3.5 310.80 2687 83.6 0.474 88.8
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Batch Power (W) | Lumens | Colour Temperature | Colour Rendering Index | Power Factor | Effeciency
Number: (ccT) (CRI) (Lm/W)
F3802

Test Power (W) | Lumens | Colour Temperature | Colour Rendering Index | Power Factor | Effeciency
Number (ccT) (CRI) (Lm/W)
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Batch Power (W) | Lumens | Colour Temperature | Colour Rendering Index | Power Factor | Effeciency
Number: (ccT) (CRI) (Lm/W)
F3902

Test Power (W) | Lumens | Colour Temperature | Colour Rendering Index | Power Factor | Effeciency
Number (CccT) (CRI) (Lm/W)
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